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1 Introduction
A major tool used to measure and assure quality is quality
inspection. This inspection can assure that the products being
produced meet the standards of quality and describe the qual-
ity levels. The objective of methodically planned inspection is
to ensure regular quality inspection and its optimum integra-
tion into the production sequence.
Quality inspection can be a check made on each piece pro-
duced (100 % inspection) or a check made on a statistical
sample of the lot. The inspection can be a mechanical or elec-
tronic measurement or a visual inspection. It can also be
performed by the operator or worker making the part or
component, by a second person who is responsible for mea-
suring only, or performed entirely by computer-controlled
measurement. These matters are combined into an inspec-
tion strategy. Each inspection strategy has its own pros and
cons. Three important criteria are needed to evaluate the
inspection strategies: quality, cost and time. The best inspec-
tion strategy should consider not only one criterion but all
three of them.
However, to find this best integration of inspection into
production is not an easy task. The cycle times, quality
and manufacturing costs – depending on lot sizes or on
work-in-process – are difficult to estimate and a process im-
provement is hard to identify without support. Therefore,
simulation has become a powerful tool to solve this problem.
There have been some researches on simulation in the
quality inspection area. Tannock [1] developed a simulation
model in order to evaluate inspection strategies according to
process capability and cost of quality (COQ). The quality costs
and the Taguchi-based measure (Qmp) are then evaluated,
according to the inspection strategy selected. He also used the
simulation method [2] to prove the capability of providing an
insight into the comparative patterns of cost associated with
control charting for variables and alternative inspection strat-
egies. The simulation results confirm that control charting of
variables is much more efficient than 100 percent inspection
at reducing losses caused by process trends or changes in
the variability when known assignable causes are applied to
the data.
Although many researches have been done on quality in-
spection, no exhaustive investigation of the inspection strat-
egy in different planning factors with respect to quality, costs
and time has been made. This report therefore presents the
developed simulator named “QUINTE” [3, 4], which can
be used to investigate and evaluate the inspection strategies
with respect to quality, cost, and time in the manufacturing
process. The paper also introduces the application of this
simulator in industry and the integration to commercial sim-
ulation software. Before describing the simulator in detail, a
section focusing on the fundamental concept of inspection
strategies is presented.
2 Inspection strategies
The inspection strategy should be planned at the begin-
ning of the product development phase together with process
planning, in order to allow integration of the inspection plan-
ning into the quality planning. There are five main aspects
that should be considered in inspection strategy planning [5].
The quality characteristics of the product that need to be
inspected should also be defined and classified in advance.
2.1 Inspection method
The method used for inspection can be either an attribute
method or a variable method. An attribute inspection checks
whether the product is good or bad, while variable inspection
obtains the quantitative value of the quality characteristic.
To select the method used in the inspection, cost, time and
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application should be taken into account. While the attrib-
ute method is usually simple and inexpensive, the variable
method gives adequate information for the purposes of
process control.
2.2 Inspection point
The quality characteristics of products need to be in-
spected in order to prove the conformity of the parts with the
demands. The earliest possible inspection point is located
right after the production of the characteristic.
If an inspection is performed after every process, the scrap
and rework costs are at a minimum because faulty items are
identified before adding more costs to already defective mate-
rial. However, it is more expensive to conduct the inspection
in this way than to combine the inspections of many quality
characteristics at a single inspection point. The reason for this
is that the inspection time and cost, for example setup, queu-
ing, and buffer, are high. If many characteristics are inspected
together later in the process flow, the inspection time and cost
will be lower. Then again, the scrap and rework costs will
be higher. Therefore, if this intermediate inspection is done
either too often or too late, unnecessary costs will occur.
The choice of the inspection point is based on a number of
criteria such as inspection costs, damage risk, accessibility of
the characteristic, increase in the product value, etc. Also the
fact that some parts cannot be inspected when they are al-
ready assembled must be considered.
2.3 Inspection extent
A decision about the extent of the measurements must be
carried out. This aspect of inspection strategy directly influ-
ences inspection and failure cost. It ranges from no test to
random and intermittent tests, and all the way to a 100% test.
The 100 % inspection is usually used for the final test of
critical or complex products. It may also be used when the
process capability is inherently too poor to meet product spec-
ification. To conduct 100 % inspection is very costly and time
consuming, even though the entire products are sorted.
Sample inspection is carried out according to externally
valid standards or company internal regulations. When
choosing the inspection extent, prior knowledge of the prod-
uct is important, e. g., the importance of the feature for
product quality, and process capability.
No inspection is used when there is already adequate evi-
dence that the product conforms, and hence no further
inspection is needed. While no inspection or sample inspec-
tion gives benefits in inspection cost and time, the company
should bear in mind that it includes the risk of declaring the
lot good even if it might contain defects in the lot.
2.4 Inspection location and personnel
Inspection can be performed either at the machine or at a
special inspection location. In some cases, the operator may
be the only person who should make the inspection. In other
cases, the product might pass through an inspection or test
station, where inspectors or testers make further inspections.
Or such inspections might be made by automatic quality-con-
trol equipment and the data is automatically processed and
used for adjustment of the process.
If the inspection is performed at the machine, the advan-
tages are that no transportation is necessary and the feedback
on error can be done quickly. However, the worker might
spend more time on inspection and less time on production.
Therefore, machine utilisation can decrease and the cycle
time and manufacturing cost can increase. The accuracy of
inspection might be low since the worker has to both oper-
ate the machine and inspect the parts. Moreover, it is not
economical to have testing equipment at every production
process or line, if the testing equipment is expensive.
The other hand, if the inspection is conducted at a special
inspection location, the accuracy and capability of the inspec-
tion process are higher, as the inspection environment can be
controlled. However, the cons of this alternative are higher
transportation costs and higher cycle time, since the parts
have to be transported and wait for inspection.
2.5 Inspection equipment
The capability of the inspection device (measurement ac-
curacy) and the tolerance of the inspected characteristics are
the main selection criteria. Furthermore, acquisition cost,
capacity and other elements are taken into account. Most of
the time, high capability devices are expensive and difficult
to handle.
As mentioned above, the inspection strategies have drastic
effects on the performance of production processes in terms
of production cost, cycle time, and product quality. These im-
pacts vary from one inspection strategy to another. Therefore,
choosing a good inspection strategy can be a complicated
decision. The inspection of a single process can influence the
other processes in the production in such a way that would be
hardly possible to predict the effects of different inspection
strategies analytically. Thus, simulation can be a powerful tool
to evaluate various inspection strategies.
3 The “QUINTE” simulator
Most general-purpose simulators focus on production
and material handling systems. However, they are not directly
aimed at the quality area, so some features which are valuable
to quality engineers are lacking. Therefore, a simulator called
QUINTE has been developed at the University of Dortmund
and RIF e.V., Germany. The simulator focuses on the inspec-
tion strategy and its interaction with the production process.
It is designed to investigate the impact of different inspection
strategies on manufacturing cost, cycle time, and product
quality. The flow chart of QUINTE components is shown in
Fig. 1.
Initially, the model of the machining process is character-
ized by its own statistical distribution, for example, by a nor-
mal distribution with a certain standard deviation  and mean
, depending on the current process capability. Then, accord-
ing to the statistical model, QUINTE randomly simulates the
quality characteristic value of the given process.
QUINTE models the distributions dynamically since the
process capability is not constant over time. The expected
value can glide from its original value or the deviation can in-
crease because of failure, wear of the tool, etc. This changed
distribution can be restored or improved by setting up and
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maintenance. The disturbance of machining process is mod-
elled in two ways: failure and maintenance.
The obtained characteristic value denotes the actual value
of a characteristic of a manufactured part. Once this charac-
teristic value is acquired, it is stored in the database and is
used for the inspection simulation.
The inspection process is simulated in a similar way as the
manufacturing process. Due to bias and precision, the value
given by the inspection tool may differ from the true value.
The capability of the inspection process is described by a sta-
tistical distribution, for example, a normal distribution. A
standard deviation insp and a mean insp are assigned for
each inspection process. The mean insp is not a fixed value
because the process is used to find out what value is produced.
Thus, the machined characteristic value is used as a mean of
the inspection process. The capability of the inspection pro-
cess is changed according to time in the same way as in the
manufacturing process. Therefore, the expected value can
glide from its original value or the deviation can increase.
The distribution can be restored or improved by setting up
and calibration. Fig. 2 shows a clear example of the inspec-
tion of characteristic value xi. QUINTE randomly generates
the inspected value from the specified distribution. The in-
spected value will be compared with the specification limit,
thus the decision is made whether or not the part conforms.
Furthermore, the occurrences of decision errors (type I
and type II error) can also be simulated by QUINTE. Because
of the variation in inspection processes, there is a possibility
12 ©  Czech Technical University Publishing House http://ctn.cvut.cz/ap/
Acta Polytechnica Vol. 45  No. 3/2005 Czech Technical University in Prague
Manufacturing
Make Material Available
Waiting
Setup
Transport
Inspection
Machining
Waiting
Setup
Inspection
Maintenance Failure
Rework Scrap
Finish Job
Start Job
Calibration Failure
Fig. 1: Components of QUINTE
Inspection value
Characteristic value
Scrap or
rework
xi
Process
Inspection
insp, i = xi
xinsp, i
USLLSL
insp
P
ro
b
ab
il
it
y
P
ro
b
ab
il
it
y
P
ro
b
ab
il
it
y
P
ro
b
ab
il
it
y
LSL = Lower Specification Limit
USL = Upper Specification Limit




Fig. 2: Inspection of characteristic value xi
that a wrong decision can be made. A type I error is an error
when a good part is wrongly declared as a bad part. On the
other hand, a type II error is an error when a bad part is
declared as a good part.
After the decision is made, the part that is declared as a
conformed part continues on its production sequence. Scraps
must be sorted out and a new job must be started to replace
the scraps if needed. Rework parts can be handled in two
ways. The rework parts can be sent back to the preceding pro-
cess or processes and the operation can be repeated. Another
option is to repair the part in a separate rework area. At the
end of the simulation runs, the simulation output is used in
the evaluation of the inspection strategies.
4 Industrial application
The application of QUINTE in industry was tested in col-
laboration with two pilot companies [6]. The results from the
simulator are presented in this section. However, due to the
companies’ confidentiality policies, the names of the compa-
nies are not presented and the results presented here are not
concrete values but only relative values.
4.1 Example 1
This pilot company is a manufacturer of mobile hydraulic
products. Nine different products from 19 manufacturing
stations, 8 inspection stations, and 1 manufacturing/inspec-
tion tool store were chosen for the simulation experiments.
Each product had different production sequences and differ-
ent quality characteristics. In the simulation modelling, 268
inspection tools were considered. Six sampling inspections
were defined in the modelling. Five of them were based on
DIN EN ISO 2859 and one sampling inspection was done
every 50th part. The transportation time between stations was
assumed to be 100 seconds.
The combinations of these inspection aspects were com-
bined into inspection strategies, and ten of these strategies
were chosen for the simulation experiments. The results of
the simulation experiments are shown in Figs. 3 and 4.
However, these results cannot be compared with the current
situation at the company, since the company does not imple-
ment any solid inspection strategy. The inspection is done
from operators’ experience.
The results show that there is no significant difference be-
tween all strategies in terms of manufacturing cost and rework
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Fig. 3: Simulation results of Company 1 (1)
cost. However, clear differences appear in quality (amount of
scrap) and cycle time. The best inspection strategy is alter-
native no. 4, since it gives the best quality and cycle time.
From this result, the company can realize where the potential
improvements are.
4.2 Example 2
The manufacture of stub shafts in the second company
was chosen as an area of study. Three types of products, Prod-
ucts 10, 19, and 20, were taken into consideration. The cho-
sen part of the factory consisted of six manufacturing stations,
one inspection room, and two manufacturing/ inspection tool
stores. The transportation time between manufacturing sta-
tions was assumed to be 20 seconds, while the transportation
time between a manufacturing station and an inspection
station or the tool store was 300 seconds.
In the simulation modelling, 155 inspection tools were
considered. They were located at one of the following places:
the manufacturing station, the inspection room, or the tool
store. Six sampling inspections were defined in the model-
ling. Four of them were based on DIN EN ISO 2859, and two
sampling inspections were done every 50th and 150th part,
respectively. With the same procedure as for example 1, ten
inspection strategies were selected for the simulation experi-
ments plus the other three inspection strategies, namely:
1) the current strategy of the company, 2) no inspection at all,
and 3) 100 % inspection after each process.
The result for cycle time is shown in Fig. 5. It is obvious
that no inspection alternative (No. 11) gives the lowest cycle
time, while 100% inspection gives the highest cycle time. The
cycle time for the 100 % inspection alternative (No. 13) is not
presented in the figure due to the extreme bar height in the
diagram.
As long as costs are concerned, there are no apparent
differences for manufacturing cost and inspection cost. How-
ever, the current strategy gives a higher rework cost and a
higher amount of scrap than the ten other selected strategies.
The reason is that the three characteristics were 100% in-
spected and the accuracy of the chosen inspection tool was
not adequate in the current strategy, while the sampling
inspections with the same inspection tool were done in other
alternatives. For this reason, there are more inspection errors
in the current strategy than others. Aside from this, the
currently used strategy at this company is still among the best
strategies in terms of overall performance. The current strat-
egy can be improved by replacing the bad parameters with
good parameters from other analysed strategies, e.g. the in-
spections of some characteristics can be changed to sampling
inspection.
5 QUINTE in the new environment
The QUINTE simulator was originally built on C/C++
language and it was successfully tested in industry. However,
there are some minor drawbacks in QUINTE; for example,
there is no animation for the simulation, only limited process
distributions can be modelled, and it is difficult to modify or
enhance other components or functions in QUINTE without
strong knowledge of C/C++. In order to overcome these
shortcomings, QUINTE was transferred into a commercial
simulation software called Arena®. With this new QUINTE
environment, the user can create and animate the processes,
use Arena’s statistical analyzer, and use other user-friendly
Arena functions. Moreover, QUINTE can easily be modified
or enhanced by the developer without a need for program-
ming, since Arena is very easy to use with its point and click
interface and fill in the blank dialog boxes.
Most of QUINTE’s functions are now placed in Arena’s
template, as shown in Figure 6. The QUINTE template con-
sists of 9 modules. The first module is the “General Process”
module. This module is designed for any processes in produc-
tion, such as the manufacturing and inspection process. The
user can assign the process name, processing time, cost alloca-
tion, information about failure and maintenance. There are
two modules for the quality characteristic assignment: “Attrib-
ute Characteristic” and “Variable Characteristic” modules.
The information about a characteristic, its distribution or
conformity rate, and the specifications can be defined here.
As described earlier, QUINTE can model these distributions
dynamically. The deviation of the distribution can be assigned
under the “Distribution Change…” dialogue box (Fig. 6).
The information about inspection equipment can be ad-
ded in the “Inspection – Attribute” or “Inspection – Variable”
module, according to the type of quality characteristic that
the equipment can measure. In these modules, the accuracy
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Fig. 5: Simulation results of Company 2
of the inspection equipment must be defined. The user also
has the possibility to add the change in inspection accuracy
over time.
The last four “Sampling” modules are used to insert the
sampling inspection into the model. The two options for sam-
pling inspection are continuous and lot-by-lot. The continu-
ous sampling inspection module is based on Dodge’s AOQL
plan for continuous production (CSP-1) [7]. The application
of this plan aims for continuous production, since the forma-
tion of inspection lots for lot-by-lot acceptance is impractical
and costly. The lot-by-lot sampling inspection module was
built according to a single sampling scheme.
The simulation model can be easily built with this
QUINTE template and other Arena templates. The user can
build the model by dragging and dropping the required
modules into the modelling space, can fill in the necessary
information, and connect the modules together in the same
order as the process flow. A simple example of how to model
in Arena is illustrated in Fig. 7. The example shows the manu-
facture and inspection of a shaft. Shafts enter the simulation
model by the “Create” module and pass through a turning
machine, which produces the diameter as a quality charac-
teristic. After the characteristic is produced, the shafts are
sampled. Those which are not to be inspected go to the next
production step, which in this example is the disposal step.
Those which must be inspected are sent to the diameter
inspection process and then go to the next step.
The usability of QUINTE template has been preliminarily
tested with some examples and the results show the validity of
this new version of QUINTE.
6 Conclusion
The QUINTE simulator, which simulates the manufac-
turing process and inspection was successfully developed
and validated. The application in two pilot companies proves
©  Czech Technical University Publishing House http://ctn.cvut.cz/ap/ 15
Czech Technical University in Prague Acta Polytechnica Vol. 45  No. 3/2005
Fig. 6: QUINTE template in Arena®
Fig. 7: Modelling example
that this simulator can be used to investigate and evaluate
different inspection strategies. The result from QUINTE
enables the company to choose the most suitable inspection
strategy according to the company’s goal. The simulator can
also support the management in justifying of investment in
inspection equipment or in a manufacturing process, for
example, by illustrating the consequences of changes in the
uncertainty of inspection equipment. Furthermore, the simu-
lator was reconstructed in Arena simulation software. This
new environment makes it easier for users to build the model
and get additional advantages from Arena’s functions.
Although QUINTE is a beneficial simulator, some poten-
tial improvements can still be made. This tool can be applied
extensively in other areas, such as assembly processes and
commissioning processes although the main concentration of
QUINTE is currently only on manufacturing processes.
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